
LTD 2000 Series
Geolocator Archival Tags

• Receivers
• Dataloggers
• Radio transmitters

• Acoustic transmitters
• Archival tags
• GPS systems

• Hydrophones
• Wireless hydrophones
• Physiological transmitters

• Depth transmitters
• Accessories
• Consulting

Delivering innovative solutions for a sustainable future.
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Introducing Lotek’s new line of Geolocation tags!  Designed principally as 
Geolocation tools, these tags are also highly effective Time, Temperature, Depth 
and Light Level recorders.  Members of this new family include the 2300, 2310, 
2350, 2400 and 2410.



LTD 2000 Series
Specifications

SPECIFICATIONS LTD 2310 LTD 2350 LTD 2410 LTD 2400
Physical Parameters    
Diameter 16 mm 16 mm 11 mm 11 mm
Length 76 mm 76 mm 35 mm 35 mm
Weight in Air 45 g 45 g  6 g 5.5 g
Weight in Water 30 g 30 g  3 g 2.5 g
Casing 316 Stainless Steel 316 Stainless Steel  Polyester Polyester
Sensor Stalk Length 1 22 cm 22 cm  10 cm N/A
Sensor Stalk Diameter 2 mm 2 mm  1 mm N/A
Sensor Stalk Material Teþon Teþon Teþon N/A
Operating Temperature -5 to +40Ü C -5 to +40Ü C  0 to +35Ü C 0 to +35Ü C
Absolute Temperature -40 to +40Ü C -40 to +40Ü C -20 to +50Ü C -20 to +50Ü C
Clock    
Accuracy 1 ppm 1 ppm  1 ppm 1 ppm
Set at Factory Yes Yes  Yes Yes
Memory    
Non-Volatile Flash Yes Yes  Yes Yes
Standard 8MB 16 MB  512K/- 512K/-
Data Retention Life + 10 years Life + 10 years  Life + 10 years Life + 10 years
Day Log Yes Yes  Yes Yes
Telescoping Time Series Yes Yes Yes Yes
Time Series Interval 4 to 5100 Sec. 4 to 5100 Sec.  4 to 5100 Sec. 4 to 5100 Sec.
Delayed Start of Logging Yes Yes  Yes Yes
Logging (battery) Life  2 6.5 years 6 years  2 years 2 years
Other    
Comms. (Optical) 56k Baud 56k Baud  56k Baud 56k Baud
Battery Chemistry Lithium Thionyl Chloride Lithium Thionyl Chloride  Silver Oxide Silver Oxide
Depth Sensing LTD2310-2000 LTD2350-2000  
Full Scale (F.S.)  3 1000, 2000 m 1000, 2000 m 500, 1000 m 500, 1000 m
Accuracy Ñ  1% F.S. Ñ  1% F.S. Ñ  1% F.S. Ñ  1% F.S.
Resolution 0.05% F.S. 0.05% F.S.  0.05% F.S. 0.05% F.S.
Max Depth 1.5 X Full Scale 1.5 X Full Scale  1.5 X Full Scale 1.5 X Full Scale
Ext. Temp Sensing (Sensor Stalk)    
Accuracy Ñ 0.1Ü C Ñ 0.1Ü C   Ñ 0.1Ü C N/A
Range 4 0 to +30Ü C 0 to +30Ü C 0 to +30Ü C N/A
Resolution 0.05Ü C 0.05Ü C  0.05Ü C N/A
Response Time 5 3 sec. 3 sec.  3 sec. N/A
Int. Temp Sensing    
Accuracy Ñ 0.1Ü C Ñ 0.1Ü C Ñ 0.1Ü C Ñ 0.1Ü C
Range 0 to +30Ü C 0 to +30Ü C 0 to +30Ü C 0 to +30Ü C
Resolution 0.05Ü C 0.05Ü C 0.05Ü C 0.05Ü C
Response Time ~20 Sec. ~20 Sec.  10 sec. 10 sec.
Light Sensing    
Sensor Stalk Yes Yes Yes N/A
Measurement Band 470 nm Ñ 50 nm 470 nm Ñ 50 nm  470 nm Ñ 50 nm 470 nm Ñ 50 nm
Sensitivity 7 decades or better 9 decades  7 decades 7 decades
Resolution 32 points/decade 32 points/decade 32 points/decade 32 points/decade
Response Time 1 sec at 7 decades 1 sec at 7 decades 1 sec at 7 decades 1 sec at 7 decades
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